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PRODUCENT PASMANTERII

Przygotowany projekt do druku.

Projekt musi by¢ przygotowany ze spadem 2mm.
Tto projektu musi obja¢ szerokosé tasmy oraz spady.
Kolor wyjsciowy zapisany w CMYK lub RGB.

Tekst przeksztatcony na krzywe.

Zapis formatu .pdf .tiff .svg .eps

Przyktad taSma 20mm

L
20mm O G Q 16mm Maksymalna szerokos$¢ tekstu 4mm mniejsza od szerokos$¢ tasmy
Gmm T
Przyktadowa szerokos$¢ raportu 240mm Rozmiar pliku ze spadem 24mm x 240mm
Przyktad taSma 60mm
AT e
60mm ‘ O G O 56mm  Maksymalna szeroko$¢ tekstu 4mm mniejsza od szeroko$é tasmy

Przyktadowa szerokos$¢ raportu 400mm Rozmiar pliku ze spadem 64mm x 400mm
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Prepared design for printing. GUMIS

The design must be prepared with a 2mm slope.
The background of the design must include the
width of the tape and bleeds.
Output color saved in CMYK or RGB.
Text converted to curves.
Save .pdf .tiff .svg .eps format
Example of a 20mm tape
LRI oo
20mm O G Q 16mm The maximum text width is 4mm smaller than the width of the tape
I T
An example of a report width of 240mm The size of the bleed file: 24mm x 240mm
Example of a 60mm tape
B e
60mm O G O 56mm The maximum text width is 4mm smaller than the width of the tape
I T
An example of a report width of 400mm The size of the bleed file: 64mm x 400mm
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